Boiler commissioning
procedure

1. Fill in „Boiler commissioning procedure” , pay an attention on your personal data and the
boiler specification.
2. Check the chimney draft, it must be around 15-20 Pa.
In case of to large chimney draft, draft regulator should be used. If the chimney draft is to
little it is necessary to rebuild the chimney or to install supporting fan ( chimney exhaust fan).
3. Check the section( hydraulic diameter of chimney cannot be smaller than the diameter of
boiler flue ), chimney tightness and the connection of a chimney with a boiler flue.
Connecting flue pipe with chimney should go up with at least 5º angle to lower pressure loss.
Boiler should be connected with chimney with shortest possible section but with required
minimal distance to boiler-room’s wall.
4. Ensure water to the boiler and then check tightness of hydraulic connections and the boiler
body.
In installation with forced flow of water; system need to be adjusted in case of lack of power
– need to be assured minimal theoretical power collection from boiler under gravitation:
Orlan 18 kw - 4 kw
Orlan 25 kw – 5 kw
Orlan 40 kw – 8 kw
Orlan 60 kw – 15 kw
Orlan 80 kw – 25 kw
5. Control correctness of electrical connections accordingly to the point “Electrical
connections”.

6. Control primary air settings:
- unscrew the nut from the primary air baffle
- set up the primary air baffle - 9 mm
- screw the nut holding the primary air baffle.

Caution! The same actions are to be taken accordingly to both primary air baffles.

7. Control secondary air settings :
- remove the fan casing (pict.1)
- loosen the nut for regulation screw (pict.2)
- screw in tightly regulation screw (pict.3)
- uncrew 3 full rotations and then block it with the nut (pict 4.)

Caution! The same actions are to be taken accordingly to both secondary air screws

8. Placing of the fan ( fans) shutter ( shutters) accordingly to the below:

- for 18 kW boiler- open the shutter in 30%

- for 25 kW boiler- open the shutter in 50%

- for 40 kW boiler- open the shutter in 100%

- for 60 kW boiler- open the
shutter in 50%

- for 80 kW boiler- open the
shutter in 100%

10. Train the regular user in the matter of boiler operation
11. Oil the cord with grease ( cords need to be greased at least once a week)
12. Light the boiler according to the point „Lighting” from the manual.
13. In case if fumes get out of the boiler door it is necessary to put out the boiler and start the
boiler door and the hinges regulation. Both upper and lower door are fastened with two
hinges. When the hinges regulation the door must be taken off with fast , energetic uplifting.
Next start regulation of the hinges accordingly to attached file.
Caution! After the boiler door regulation it can be necessary to use force while closing door ,
after correct rope placing ( after few closings of the boiler door) closing will be much easier.

